SUPRESS

SOUND-ENGINEERED

WALL ASSEMBLY DRAWINGS: REMODEL/RENOVATION OF EXISTING WALL - METAL STUDS

Supress® Sound-Engineered Drywall™ on Staggered Metal Studs

1/2" SUPRESS®
SOUND-ENGINEERED N
DRYWALL™ (SED)

7 5/8" GYPSUM BOARD

/ R13 BATT INSULATION
3628125-18 STEEL STUD,
/ 24"0.C,
p STAGGERED 12" 0.C.

SUPRESS® SOUND-ENGINEERED DRYWALL™ (SED) LAYER: SINGLE 1/2" LAYER, ONE SIDE
DRYWALL LAYER: SINGLE 5/8" LAYER, BOTH SIDES

STC: 58

FIRE RATING: 1 HOUR

5/8" SUPRESS®
SOUND-ENGINEERED .
DRYWALL™ (SED)

\

7 5/8" GYPSUM BOARD
R13 BATT INSULATION
3628125-18 STEEL STUD,
/ 24"0.C,
y STAGGERED 12" O.C.

SUPRESS® SOUND-ENGINEERED DRYWALL™ (SED) LAYER: SINGLE 5/8" LAYER, ONE SIDE
DRYWALL LAYER: SINGLE 5/8" LAYER, BOTH SIDES

3/4" SUPRESS®

SOUND-ENGINEERED .
DRYWALL™ (SED)

5/8" GYPSUM BOARD

/R13 BATT INSULATION
362S125-18 STEEL STUD,
24"0.C.,

4 STAGGERED 12" O.C.

SUPRESS® SOUND-ENGINEERED DRYWALL™ (SED) LAYER: SINGLE 3/4" LAYER, ONE SIDE
DRYWALL LAYER: SINGLE 5/8" LAYER, BOTH SIDES

STC: 63

FIRE RATING: 1 HOUR

1" SUPRESS®
SOUND-ENGINEERED RN

DRYWALL™ (SED)

N

STC: 60
7 5/8" GYPSUM BOARD
R13 BATT INSULATION
362S5125-18 STEEL STUD,
24" 0.C,,
4 STAGGERED 12" 0.C.

FIRE RATING: 1 HOUR

SUPRESS® SOUND-ENGINEERED DRYWALL™ (SED) LAYER: SINGLE 1" LAYER, ONE SIDE
DRYWALL LAYER: SINGLE 5/8" LAYER, BOTH SIDES

STC: 66

FIRE RATING: 1 HOUR
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WALL ASSEMBLY DRAWINGS: REMODEL/RENOVATION OF EXISTING WALL - METAL STUDS

Supress® Sound-Engineered Drywall™ on Staggered Metal Studs, continued

1/2" SUPRESS® 1/2" SUPRESS®
SOUND-ENGINEERED . / SOUND-ENGINEERED
DRYWALL™ (SED) DRYWALL™ (SED)

5/8" GYPSUM BOARD

R13 BATT INSULATION

24" 0.C,,
STAGGERED 12" O.C.

NN

SUPRESS® SOUND-ENGINEERED DRYWALL™ (SED) LAYER: SINGLE 1/2" LAYER, BOTH SIDES
DRYWALL LAYER: SINGLE 5/8" LAYER, BOTH SIDES

STC: 60

FIRE RATING: 2 HOUR

362S125-18 STEEL STUD,

5/8" SUPRESS®
SOUND-ENGINEERED .
DRYWALL™ (SED)

5/8" SUPRESS®
/ SOUND-ENGINEERED
DRYWALL™ (SED)
75/8" GYPSUM BOARD
/Rw BATT INSULATION
3625125-18 STEEL STUD,
/24" o.c,
y STAGGERED 12" O.C.

SUPRESS® SOUND-ENGINEERED DRYWALL™ (SED) LAYER: SINGLE 5/8" LAYER, BOTH SIDES
DRYWALL LAYER: SINGLE 5/8" LAYER, BOTH SIDES

3/4" SUPRESS® 3/4" SUPRESS®
SOUND-ENGINEERED N SOUND-ENGINEERED
DRYWALL™ (SED DRYWALL™ (SED)

)

5/8" GYPSUM BOARD

R13 BATT INSULATION

362S5125-18 STEEL STUD,
24"0.C,
STAGGERED 12" O.C.

R

SUPRESS® SOUND-ENGINEERED DRYWALL™ (SED) LAYER: SINGLE 3/4" LAYER, BOTH SIDES
DRYWALL LAYER: SINGLE 5/8" LAYER, BOTH SIDES

STC: 65

FIRE RATING: 2 HOUR

1" SUPRESS®
SOUND-ENGINEERED N

DRYWALL™ (SED)

\

VO

STC: 62
1" SUPRESS®
/ SOUND-ENGINEERED
DRYWALL™ (SED)
|| 5/8" GYPSUM BOARD
L#
R13 BATT INSULATION
3625125-18 STEEL STUD,
24"0.C.,
4 STAGGERED 12" O.C.

FIRE RATING: 2 HOUR

SUPRESS® SOUND-ENGINEERED DRYWALL™ (SED) LAYER: SINGLE 1" LAYER, BOTH SIDES
DRYWALL LAYER: SINGLE 5/8" LAYER, BOTH SIDES

STC: 68

FIRE RATING: 2 HOUR
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